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Siillyesztehts LED lampatest
Recessed LED lumiaire

SZERELES| UTMUTATO

A lampatest telepitését és karbantartasat csak képzett
szakember végezheti! Kérjlik, vegye figyelembe a LED
fényforras élettartamara vonatkozd elGirasokat! Séralt
tveget azonnal ki kell cserélnil A garancia azonnal
érvényét veszti, ha a vevd a lampatesten a gyarté
elézetes engedélye nélkil barmilyen médositast végez!
Szakszertitlen felszereléshdl vagy extrém Gzemeltetési
korllményekbdl szarmazé meghibasodas esetén a
garancia érvényét veszti!

A szerelési utmutatot kérjik, érizze meg!

MAXIMALIS KORNYEZETI HOMERSEKLET 35 °C A

Installation Procedure

INSTALLATION INSTRUCTION

The luminaire may only be installed and maintained by
qualified technicians! Please pay attention to LED
light-source lifetime! The damaged or broken glass
must be replaced immediately!

Any modifications of the luminaire structure without
supplier's permission can end product guarantee! In
case of any failure caused by unprofessional
installation or operating under extreme conditions the
product may end!

Please retain these instructions for later reference!

MAXIMUM AMBIENT TEMPERATURE 35 °C A

s

WARNING #

1.5witch off before installation / maintenance.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

T2 Recessed into ceiling (1)

Step 1

Step 2

I

Remove ceiling plaster slab.

Feed the main AC wire in driver terminal block respectively,connect the
panel light and driver.

Fix the panel light to the plaster ceiling.
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Make sure the led panel light is firmly fixed,turn on the power..

LED P20

H ce

www luminotech.hu, 1037 Budpaest, Kunigunda Gtja 18, tel: +36 1 63092 30

®a Recessed into ceiling (2)
Step 1 Step 2

Feed the main AC wire in driver terminal block respectively,connect the

Open a hole according to the cutout size. panel light-arid driver.

Turn on the power, installation completed.

Fasten one side of dips with the ceiling.
Fasten the other side of clips.

®a Suspending
Step1

Fix the anchor into target place on the ceiling.



Fix the installation mount on the ceiling with plastic anchor.

Hang the panel to ceiling with suspended installation kits,adjust the length of steel wires.

Feed the main AC wire in driver terminal block respectively, turn on the power.
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