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Mennyzetre szerelheto
szenzoros LED lampatest
Surface Mounted LED
Luminaire with Sensor

SZERELESI UTMUTATO

A lampatest telepitését és karbantartasat csak képzett
szakember végezheti! Kérjuk, vegye figyelembe a LED
fényforras élettartamara vonatkozd elirasokat! Sérdlt
tveget azonnal ki kell cserélnil A garancia azonnal
érvényét veszti, ha a vevé a lampatesten a gyarto
elézetes engedélye nélkll barmilyen modositast végez!
Szakszer(itlen felszereléshél vagy extrém Uzemeltetési
koralményekbdl szarmazd meghibasodas esetén a
garancia érvényét veszti!

A szerelési tmutatot kérjlk, 6rizze meg!

MAXIMALIS KORNYEZETI HOMERSEKLET 35 °C A

INSTALLATION INSTRUCTION

The luminaire may only be installed and maintained by
gualified technicians! Please pay attention to LED
light-source lifetime! The damaged or broken glass
must be replaced immediately!

Any modifications of the luminaire structure without
supplier's permission can end product guarantee! In
case of any failure caused by unprofessional
installation or operating under extreme conditions the
product may end!

Please retain these instructions for later reference!

MAXIMUM AMBIENT TEMPERATURE 35 °C A

Installation
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the ceiling.

Knock the plastic anchor into ceiling, fix the bracket with screws on
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Remove the terminal block cover and crimping clip

Wire "L""N" to terminal block.

Push the lamp upward and rotate it into bracket. Rotate the lamp
clockwise until it is firmly fixed.
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