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Siillyesztett LED lampatest
Downlight LED luminaire

SZERELESI UTMUTATO

Alampatest telepitését és karbantartasat csak képzett
szakember végezhetil Kérjuk, vegye figyelembe a LED
fényforras élettartamara vonatkozé el8irasokat! Sériilt
veget azonnal ki kell cserélni! A garancia azonnal
érvényét veszti, ha a vevd a lampatesten a gyartd
elézetes engedélye nélkil barmilyen modositast végez!
Szakszer(tlen felszereléshél vagy extrém Gzemeltetési
korulményekbdl szarmazo meghibasodas esetén a
garancia érvényét veszti!

A szerelési Gtmutatot kérjik, érizze meg!

MAXIMALIS KORNYEZETI HOMERSEKLET 35 °C A

Installation Procedure

WARNING /¢

1.Switch off before installation / maintenance.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

INSTALLATION INSTRUCTION

The luminaire may only be installed and maintained by
qualified technicians! Please pay attention to LED
light-source lifetime! The damaged or broken glass
must be replaced immediately!

Any modifications of the luminaire structure without
supplier's permission can end product guarantee! In
case of any failure caused by unprofessional
installation or operating under extreme conditions the
product may end!

Please retain these instructions for later reference!

MAXIMUM AMBIENT TEMPERATURE 35 °C

Step 1

Open a hole according to the cutout size of the lamp. AxBmm SxDmm
37x37 45x45
68x37 76x45
97x37 105x45
67x67 75x75
139x37 147x45
97x97 105x105
272x37 280x45
405x37 413x45

Step 2

Remove the driver cover, do wire connection accordingly, then fix the driver cover.

2.1 Non-dimmable driver

301309
301310
301311
301312

2.2 RPC triac dimmer{ 10%-100%)
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2.3 0-10V dimmable driver
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Step 3

A. Press spring clips upward

B. Push downlight into position

2.4 DALl dimmable driver
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Step 4

Release spring clips which will hold luminaire securely

Wall washer light installation:
Install the lamps according to the distance
requirements to achieve a good wall washing effect.

Wall washer light

i

Lighting direction of
wall washer light

Codo Size A(mm) Size B(mm) | Size C(mm)
|UP-DL2sse-t0s0w | 600 | soo | 400
: UF—DLZ‘BE"&?'TZW' 800 T 800 400
|uP-oL1asB280-25w| 600 | o0 | 4s0
| uP-DLz4BB413-37w| 600 | 1000 | 500




